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To, 

Ole. 

Email: canacona-iti.goa@nic.in 

Date: 3o /10/2025. 

Sub: - Quotation for supply of Electrical Test Bench for Mechanic 
Diesel Trade reg. 

Sir, 
Quotations are invited in sealed envelopes for the supply of the stores at 

Canacona Government LT.I. Mastimol Canacona -Goa. As per the specification and 

quantity mentioned below. 

Sr. No. Description of the Item Quantity 
Required 

01) ANNEXURE I ENCLOSED 

The terms and conditions as applicable for the supply of stores are as follows:-

1. The materials will have to be supplied within the period of 15 days from the 

date of placing of the supply order. 
2. The CST, Octroi, Sales Tax, GST and any other levy applicable at the time of 

supply may be shown separately in the quotation, otherwise it will be 

presumed that the price offered are inclusive of all taxes whatever may be. 

3. The rate quoted shall be inclusive of packing and forwarding charges and 

freight paid for destination I.T.I. Canacona- Goa. 

4. The make, Brand, Modei, etc. giving the details of the material quoted for 

should be mentioned in the quotation or else the item quoted shall be liable 

for rejection. 
s. The printed terms and conditions in your quotation will not be binding unless 

specially referred to in the covering letter. /.'~ 
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6. The quotation shall be valid for 90 days from the date of the opening of the 
same. 

7. The store will be inspected for acceptance and will be accepted if it confirms to 
the specification mentioned in the supply order. (The stores can be inspected 
in your presence or in the presence of your representative). 

8. In case of the rejection of the stores for not confirming to specification in the 
supply order, it will be the sole responsibility of the supplier to make 
arrangement to collect the same at his own cost and risk immediately. 

~ 

9. This office reserves the right to accept or reject any or all the quotations 
without assigning any reason thereof. 

10.ln the event of any disputes arising out in the connection it shall be subject to 
the jurisdiction of DSDE at Panaji-Goa. 

11.ln case the payment is desired outside the state by a Demand-Draft, the bank 
commission shall have to be borne by the supplier. 

12.The material supplied, as the case may be, should carry a warranty/guarantee 
against the defect for a period of 12 months or more from the date of 

• acceptance. 
13.The cost of installation, commencing, and demonstration if any shall be 

mentioned separately along with the item in case of tools and equipment. 
14.The Instruction/operating manual shall be furnished along _ with the 

equipment as the case may be. 
15.The Quotations will be evaluated as a single package_for award of contract. 
16.The quotations may be sent in sealed cover or by return email super scribing. 

"QUOTATION NUMBER & SUBJECT" so as to reach this office on or before 
1.00 P.M. on 07/11/2025 which will be opened on the same day at 1.00 P.M. 

Yours faithfully, 

(i@~ -
Anish Ariant Gaude 

(Principal) 
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Eelectrical Test Bench 
Features:-

Particular of Items 

• The Complete Work Bench Is Powder Coated and Divided Into 
Three Different Section for Better Aesthetic Looks. 

ANNEXURE I 

• Equipped with Measurement Fadlltles for Experimentation on AC Machines, DC Machines and Transformers 
• Terminals Provided to Obtain Three Phase Fixed as well as Variable AC Supply and Variable DC Supplies with Suitable 
Protec:tton 
• Basic Electrical Test Bench, Heavy Duty all Welded (2mm x 38mm x 38mm) approx. Square Type of MIid Steel Structure. 
• Construction Is for Long Wearing use. Sufficient Working area with appx.18mm Wooden Top and Anti-Static Mat on 
Worklns Area. 
• The Overall Dimensions of the Standard Workstation are Length 1250 mm, Width 1150mm & Height of 1350 mm (with 
Leveling Screws) & Depth of 800 mm 
• Fixed MS Drawers of size Width of 200 mm, Depth of 400 mm, Height of 300 mm and Thickness of 1.2mm with Handle & 
Lock Is Provided. 
• An Emergency Mushroom Switch Is Provided for any Unpredicted Short Circuits. 
• caster Wheel with Locking Mechanism Is Provided for Front Side of Workstation, so that It can be Easily Moved. 
• Coating Rust Free Powder Coating 
• Mimic Diagram on Panel with 4mm Shrouded Socket. 
• Input/ Output : 4mm Shrouded cable used of Various Length 

Technical Speclflcatlon:-
Electrfcal Test Bench consists of following Instruments 
• 3 Phase AC Power Supply 
• 4 Pole 415V /32A MCB C Curve 
- 25A Contactor with 230V / SO Hz/ 11VA COIL 
- Bimetallic Class 10 Thermal O/L Relay with Range 16A - 20A 
• R-Y-B Input Display Indicators. 
- Manual Start/ Stop with Local Trip Contact 
- One Emergency Mushroom Switch 
• AC Multifunction Meter 
- Bidirectional Multifunction 
- 3 Phase" Wire, 415V, CT Input SA. Accuracy Class 1 
- Alphanumeric LED/LCD Display, Aux Supply 230V AC/DC, 45- 65 Hz, SW 
- V,I, Hz, pf, KVA. KW, KWH 
- RS485 Communication Modbus RTU (Optional) 
• AC Multifunction Meter - 2 Nos 
- Individual On-Off Switch 
- Bidirectional Multifunction 
- 3 Phase" Wire, 415V, CT Input SA. Accuracy Class 1 
- Alphanumeric LED/LCD Display, Aux Supply 230V AC/DC, 45- 65 Hz, SW 
-V,I, Hz, pf, KVA, KW, KWH 
- RS485 Communication Modbus RTU (Optional) 
• DC Multifunction Meter Panel 
- 1 Channel Digital Multifunction 
- 6 Digit.LED/LCD Display to Measure V, A, W, Wh 
- Range 0-300VDC V, 0-20A 
- RS485 Communication Modbus RTU 
• 3 Phase AC Variable Power Supply 
- 4 Pole 415V/16A MCB C Curve 
- 0-415V / 10 Variable Supply 
• Variable Voltage / Current Injector - 2 Nos 
- 2 Pole 230V /6A MCB C Curve 
- Dlmmerstat Input Voltage 230V AC, SO Hz, Output Voltage 0-
230V /3A 
- Short Circuit Transformer Input Voltage 230V / 3A AC, Output 
Voltage 0-2/12A & 0-8V / SA Taps • 
- DC Rectifier to Converter Variable AC Into Variable DC 
- 0-300V DC Voltmeter & 0-SA/2A DC Ammeter 
• Serles lamp Test Circuit (230V AC) 
- 2 Pole 230V /6A MCB C Curve 
- One Lamp Holder 
• Push Switch 
- 2 Nos of Momentarily Contact Push Switches 
- Each with NO & NC Contacts 
• 1 Phase Power Socket and Switch 
- 1 Phase 16A Socket - 4 Nos 
- 1 Way, 2 Terminal Surface Mount Switch - 4 Nos. 
• 3 Phase Power Socket 
- Industrial 5 Pin Socket for Power Distribution 
- R, Y, 8, N & E Terminals 
• 3 Phase CT 
- 3 Nos of 5/SA CT Provided. 
- Primary & Secondary Wlndlnp are Terminated at 4mm 
Shrouded Sockets. 
• Lamp Load - 3 Lamp Load with Lamp Holder Socket with 230V 
/15/40/60/lOOW Bulb. 

Qty Unit Unit Rate Amount 

1 No. 

TOTAL AMOUNT 
GST 

TOTAL AMOUNT 
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