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To, 

Ole. 

Date: If /10/2025. 

Sub: -Invitation of Quotations for supply of Pneumatic Trainer Kit For Fitter 
Trade reg. 

Sir, 
Quotations are invited in sealed envelopes for the supply of the stores at 

Canacona Government 1.T.I. Mastimol Canacona-Goa. As per the specification and 
quantity mentioned below. 

Sr. No. Description of the Item Quantity 
Required 

01) ANNEXURE IENCLOSED 

The terms and conditions as applicable for the supply of stores are as follows:­

L The materials will have to be supplied within the period of 15 days from the 
date of placing of the supply order. 

2. The CST, Octroi, Sales Tax, GST and any other levy applicable at the time of 
supply may be shown separately in the quotation, otherwise it will be 
presumed that the price offered are inclusive of all taxes whatever may be. 

3. The rate quoted shall be inclusive of packing and forwarding charges and 
freight paid for destination LT.I. Canacona Goa. 

4. The make, Brand, Model, etc. giving the details of the material quoted for 
should be mentioned in the quotation or else the item quoted shall be liable 
for rejection. 

5. The printed terms and conditions in your quotation will not be binding unless 
specially referred to in the covering letter. ~ ~ 
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6. The quotation shall be valid for 90 days from the date of the opening of the ' 
same. 

7. The store will be inspected for acceptance and will be accepted if it confirms to 
the specification mentioned in the supply order. (The stores can be inspected 
in your presence or in the presence of your representative). 

8. In case of the rejection of the stores for not confirming to specification in the 
supply order, it will be the sole responsibility of the supplier to make 
arrangement to collect the same at his own cost and risk immediately. 

9. This office reserves the right to accept or reject any or all the quotations 
without assigning any reason thereof. 

10.ln the event of any disputes arising out in the connection it shall be subject to 
the jurisdiction of DSDE at Panaji-Goa. 

11.ln case the payment is desired outside the state by a Demand-Draft, the bank 
commission shall have to be borne by the supplier. 

12.The material supplied, as the case may be, should carry a warranty/guarantee 
against the defect for a period of 12 months or more from the date of 
acceptance. 

13.The cost of installation, commencing, and demonstration if any shall be 
mentioned separately along with the item in case of tools and equipment. 

14.The Instruction/operating manual shall be furnished along with the 
equipment as the case may be. 

15.The Quotations will be evaluated as a single package for award of contract. 
16.The quotations may be sent in sealed cover super scribing "QUOTATION 

NUMBER & SUBJECT" so as to reach this office on or before 1.00 P.M. on 
30/10/2025 which will be opened on the same day at 1.00 P.M. 

Yours faithfully, 

{f? 
Anish Anant Gaude 

(Principal) 
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ANNEXUREI 
,.No. 

Description of Goods Qty Unit Unit Rate Total Amount 

I Pneumatic Trainer Kit, each consisting of the following matching components 1 Set 

r and accessories: 
1 Si_ngle Acting Cylinder Max. Stroke Length SO mm, Bore dia. 20 mm (Janatics, 

A1rmax, SMC, Festa). 

2 Double Acting Cylinder Max. Stroke Length 100 mm, Bore Diameter 20 mm, 
Magnetic Type (Janatics, Airmax, SMC, Festa). 

3 3/2-Way Valve Manually - Actuated, Normally Closed x 2 (Janatics, Airmax, SMC, 
Festa). 

4 3/2-Way Valve Pneumatically-Actuated, Spring Return (Janatics, Airmax, SMC, 
Festa). 

5 One-Way Flow Control Valve x 2. (Janatics, Airmax, SMC, Festo). 

6 5/2-Way Valve with Manually - Operated Switch (Janatics, Airmax, SMC, Festo). 

7 5/2-Way Valve Pneumatically-Actuated, Spring Return (Janatlcs, Airmax, SMC, 
Festo). 

8 5/2-Way Pneumatic Actuated Valve Double Pilot (Janatics, Airmax, SMC, Festo). 

9 3/2-Way Roller Lever Valve Direct Actuation Normally Closed x 2 (Janatics, 
Airmax, SMC, Festa). 

10 Shuttle Valve (OR) (Janatics, Airmax, SMC, Festo). 

11 Two-Pressure Valve (AND) (Janatics, Airmax, SMC, Festo). 
12 Pressure Gauge 0-16 Bar. 

13 Manifold with Self-Closing NRV, 6-Way. 

14 Pushbutton Station for Electrical Signal Input with 3 Illuminated 
Momentary-Contact Switches (1 NO + 1 NC) and 1 Illuminated Maintained 

Contact Switch (1 NO+ lNC), Contact Load 2A. 

I 15 Relay Station with 3 Relays Each with 4 Contact Sets (3NO+1NC or Change-Over 

Type), SA. 

16 3/2-Way Single Solenoid Valve with LED (Janatics, Airmax, SMC, Festo). 

17 5/2-Way Single Solenoid Valve MO with LED (Janatics, Airmax, SMC, Festo). 

I I 18 5/2-Way Double Solenoid Valve MO with LED (Janatics, Airmax, SMC, Festo). 

I/ 19 Power Supply Unit, Input Voltage 85 - 265V AC, Output Voltage: 24 V DC, 

Output Current: Max. 4.SA, Short-Circuit-Proof. 

20 Profile Plate, Anodized Aluminum 1100 x 700 mm, with Carriers, Mounting 

Frames and Mounting Accessories (To Be Fitted onto the Pneumatic 

Workstation) 

Pneumatic Workstation 
L (1200mm) x W (900mm) x H (900mm) with Four Castor Wheels Including Two 
Lockable Wheels with 5 Drawers Drawer Size: 460 x 495 x 158mm 
(LxWxH),Overall Drawer Size: 470 x 495 x 825mm (LxWxH), Drawer Slide 
lu-•-'-• 00:,-,...., 

Carrier for Mounting Components, such as PB & Relay Boxes. 

Pneumatic Cut Section ,6 Types of Pneumatic Components Cut Section. (Make 

Janatlcs, Airmax, SMC, Festo) ,5/2-Way Valve with Manually-Operated Valve 

,3/2 Way Roller Lever Valve ,5/2-Way Valve with DC-Operated Solenoid Valve , 

Quick Exhaust Valve ,Flow Control Valve ,Double Acting Cylinder 

Compressor Unit Suitable for Pressure: 8 Bar, Dellvery: 50 1pm, Reservoir 

capacity: 30 Liters, 230V, 50 Hz, with Pressure Regulator and Water Separator. 

TOTAL AMOUNT 
GST 

TOTAL AMOUNT 

(J~ 



{"type":"Form","isBackSide":false,"languages":["en-us"],"usedOnDeviceOCR":false}




{"type":"Form","isBackSide":false,"languages":["en-us"],"usedOnDeviceOCR":false}




{"type":"Document","isBackSide":false,"languages":["en-us"],"usedOnDeviceOCR":false}



